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Allgemeine und technische Hinweise:

JUMBO - Universalbeschläge haben ihren besonderen Einsatzbereich bei stärkeren Glasdicken 
und großen Flügelabmessungen gefunden.
Dieser Beschlag ist geeignet für ESG 10 mm, 12 mm, 15 mm und 19 mm, aber auch für 
VSG (aus ESG) wie 12,76 mm, 13,52 mm, 16,76 mm, 17,52 mm, 20,76 mm, 21,52 mm und 25,52 mm 
(andere Glasdicken auf Anfrage).

Der JUMBO - Eckbeschlag ist der große Bruder des gängigen Universal-Eckbeschlages und 
bestens geeignet für extra große Türflügel!
Die JUMBO - Universalbeschläge sind in zwei unterschiedlichen Größen erhältlich.
Die Länge des Beschlages richtet sich nach dem Flügelgewicht:

Länge: 200 mm Länge: 260 mm
• max. Flügelgewicht: 140 kg • max. Flügelgewicht: 200 kg
• max. Flügelbreite: 1.250 mm • max. Flügelbreite: 1.500 mm

Selbstverständlich können die JUMBO - Beschläge auch mit Türschienen (unten) kombiniert werden!
Eine große Anzahl von Oberflächen (Eloxal, Farbbeschichtung oder Edelstahl) garantiert Architekten
und Planern eine große Flexibilität bei der Gestaltung!

General technical information:

JUMBO - patch fittings have especially been designed for applications with major glass thicknesses 
and huge panel dimensions.
These fittings are suitable for tempered safety glass with a thickness of 10 mm, 12 mm, 15 mm and 19 mm
but also for laminated glass (made from tempered safety glass) with a thickness of 12,76 mm, 13,52 mm, 
16,76 mm, 17,52 mm, 20,76 mm, 21,52 mm and 25,52 mm (other glass thicknesses upon request).

The JUMBO - patch fitting is the bigger version of the current universal patch fitting and 
most suitable for extra large panels!
These fittings are available in two different dimensions.
The length of the patch fitting depends on the weight of the panel:

length: 200 mm length: 260 mm
• max. weight of panel: 140 kg • max. weight of panel: 200 kg
• max. width of panel: 1.250 mm • max. width of panel: 1.500 mm

Of course JUMBO - fittings can be combined with lower door rails!
A large number of surfaces (anodization, colour coating or stainless steel) allows architects
and planners a huge amount of flexibility in their creation!
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